>LINDSTROM

TL SM115-SA

Stainless Steel SMD Tweezers
Style SMD 115 with 45° Angled
Grooved Tips for Positioning
0.6mm Cylindrical Devices

PRODUCT DETAILS

* Type SM115
¢ Tip description: holding and positioning 0.6 mm
cylindrical devices, grooved at a 30 degree angle

* Body material: Non-magnetic, acid-resistant
stainless steel

PRODUCT ATTRIBUTES

e | indstrom tweezers offer perfect balance, tip
alignment and symmetry
* Made in Switzerland

Product: TL SM 115-SA

= SM115 o 115 mm o 4,53 in
= 10 mm = 0.39in f—— 11 mm
Y PN
— 0.43in 0,6 mm 0,02 in
P4 P-i -
0,85 mm 0,08 in @ 14 g
0.49 oz

Contact: info@lindstromtools.com / www.lindstromtools.com



https://www.lindstromtools.com/int_en/stainless-steel-smd-tweezers-style-smd-115-with-45---angled-grooved-tips-for-positioning-0-6mm-cylindrical-devices-pb_tl-sm115-sa_.html
https://www.lindstromtools.com/int_en/stainless-steel-smd-tweezers-style-smd-115-with-45---angled-grooved-tips-for-positioning-0-6mm-cylindrical-devices-pb_tl-sm115-sa_.html
https://www.lindstromtools.com/int_en/stainless-steel-smd-tweezers-style-smd-115-with-45---angled-grooved-tips-for-positioning-0-6mm-cylindrical-devices-pb_tl-sm115-sa_.html
https://www.lindstromtools.com/int_en/stainless-steel-smd-tweezers-style-smd-115-with-45---angled-grooved-tips-for-positioning-0-6mm-cylindrical-devices-pb_tl-sm115-sa_.html
https://www.lindstromtools.com/int_en/stainless-steel-smd-tweezers-style-smd-115-with-45---angled-grooved-tips-for-positioning-0-6mm-cylindrical-devices-pb_tl-sm115-sa_.html
https://www.lindstromtools.com/int_en/stainless-steel-smd-tweezers-style-smd-115-with-45---angled-grooved-tips-for-positioning-0-6mm-cylindrical-devices--115-mm---4-53--tl-sm-115-sa.html
https://www.lindstromtools.com/int_en/stainless-steel-smd-tweezers-style-smd-115-with-45---angled-grooved-tips-for-positioning-0-6mm-cylindrical-devices--115-mm---4-53--tl-sm-115-sa.html
mailto:info@lindstromtools.com
https://www.lindstromtools.com/

