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8163
Micro-Bevel® Precision Cut
Diagonal Cutter with Tapered
Head & ESD Safe Handle 0.4-2 mm

PRODUCT DETAILS

• Ideal for assembly work where accessibility is a
consideration
• Material: High performance alloy steel
• Exacting induction hardened edges 63–65 HRC

• ESD safe handles in synthetic material with leaf
springs
• Precision screw joint minimizes friction and
maximizes alignment of cutting edges
• Cutting capacity is listed for solid copper wire

    

https://www.lindstromtools.com/us_en/micro-bevelr-precision-cut-diagonal-cutter-with-tapered-head---esd-safe-handle-0-4-2-mm-8163.html
https://www.lindstromtools.com/us_en/micro-bevelr-precision-cut-diagonal-cutter-with-tapered-head---esd-safe-handle-0-4-2-mm-8163.html
https://www.lindstromtools.com/us_en/micro-bevelr-precision-cut-diagonal-cutter-with-tapered-head---esd-safe-handle-0-4-2-mm-8163.html
https://www.lindstromtools.com/us_en/micro-bevelr-precision-cut-diagonal-cutter-with-tapered-head---esd-safe-handle-0-4-2-mm-8163.html
mailto:info@lindstromtools.com
https://www.lindstromtools.com/


Contact: info@lindstromtools.com / www.lindstromtools.com

PRODUCT ATTRIBUTES

Product: 8163

Tapered L Micro-Bevel ®

0.4-2.0 mm 0.02-0.08 in 0.3-0.6 mm

0.01-0.02 in 125 mm 4.92 in

16 mm 0.63 in 16 mm

0.63 in 8 mm 0.31 inch

1.6 mm 0.06 in 88 g

Dissipative
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